
 

 

 

PRODUCT UPDATE (PU) 

BULLETIN                :  PU2025-02 

SYSTEM                   :  Water level sensors on all Bosch ECM Controlled Water Tanks 

AFFECTED TANKS :  All tanks manufactured after 1/31/2023  
 

REASON                   : Debris buildup on sensor probe in water tank causes failure to the button on the 
end of the sensor. 

 
COMPLETION         : Sensor replacement. 

PRODUCT UPDATE: Install new sensor. 

New style Water level sensor 3-16133-01 

PARKER 1/2X1/2F4OHGS - STRAIGHT STEEL ADAPTER 3-18070-01 

PARKER 1/2X1/4 PTR-S, REDUCING ADAPTER, STEEL 3-18071-01 

1/2" BSPP ELBOW 3-16056-01 

1/2" BSPP Y-STRAINER 3-16055-01 

SENSOR FILTER HOUSING 2-20001-01 

SENSOR FILTER 2-20002-01 

Deutsch DT04-3P-E004 Connector 3-12737-01 qty2  

Deutsch Wedge lock 3-12093-01 qty 2 

Male Contact Machined SIZE 1614Awg Nickel Plate, A Series 3-00492-01 qty 6 

WRAP AROUND 1/4 INCH SPLIT BRAID SLEEVE BLACK    3-00489-01 qty 4 ft 

3/4" HEAT SHRINK (FT) 3-10543-01 qty 1 ft 

OFS-8 swivel to NPT OFS-6505-8-8 

G fitting to OFS 90 degree BPPOFS6801-8-8 

Extension harness parts   

18 Gauge GPT Automotive Primary Wire White 3-00531-01 

WIRE, GPT, 18Ga.RD 3-02959-01 

WIRE, GPT, 18GA, BK 3-02961-01 

14-20 AWG RECEPT DT06-CE13 

SOCKET 3-10121-01 

WEDGE 3-10648-01 

 

 

 

 

Call 844.465.8634 
Email SprayKing@holtmfg.com 

mailto:SprayKing@holtmfg.com


 

 

 

PRODUCT UPDATE (PU) 

1. There is a ¼ inch groove in the sensor cover that 
holds the dust seal. This seal must be installed as 
the cover is slid over the sensor before reaching the 
threads. The seal is critical to have in place. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

2. Picture of the fitting stack and the strainer. Note the strainer is not removable. It is pressed in 

and is not serviceable. The split loom and heat shrink are installed after threading sensor leads 

through the cover. Attach the three pins and insert into connector. See next image for 
connector locations. It is very important to use teflon on all NPT threads. Do not use any sealer 

on the aluminum housing to sensor. Lightly snug cover to sensor to prevent scarring of the 

aluminum to steel threads. Overtightening will cause seizing.  

 
a. This fitting is for a Cat 

730. 

 
 

 

 
 

 

 

 

 

 



 

 

 

PRODUCT UPDATE (PU) 

 

 

b. This fitting is for Cat 725, 740, 745 
 

 
 

 
 

c. Pin locations on connector: 

 

 



 

 

 

PRODUCT UPDATE (PU) 

3. Use Teflon in blue areas, noted below. Red area noted is the pressed-in strainer. Do not 
attempt to remove.  

 
 
 
 
 
 
  



 

 

 

PRODUCT UPDATE (PU) 

4. Once a new sensor is installed. The bypass must be turned off in the HMI settings. Touch and 

hold the HOLT MFG logo on the HMI. A keypad should appear. Put in the code 8765 and hit the 

arrow left button in the lower right corner of the screen.  
 

 

 
 

 

 

 

 

 



 

 

 

PRODUCT UPDATE (PU) 

5. The low-level override will be in red. Touch the button and it will turn gray. 

 

  

  

  
  

  

  

  
  

  

  

  

  

  
  

6. Hit the save file to save the setting change. 

 

 
 

 

 

 
 

 

 

 

 

 

 

 
7. Exit the screen and the water level should come up on the screen.  

 


